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RECYCLER PLASTIC — 4

RECYCLED PLASTIC
OR TIMBER 1

OR TIMBER !
/ B® X 8" X 4-0"
87 X B" X 5'—6"

2"-8"

1/2" GALVANIZED EYE BOLT
[/WASHER AND NUT.” RECESS
1/8" MIN. THICKNESS NUT AND PEEN BOLT THREADS.

GALVANIZED STEEL OR 7

ALUMINUM. INTERIOR

SIDE_DIMENSIONS 1/4"
GREATER THAN POST

500# MIN. TEST GALVANIZED
CHAIN ANCHORED IN CONCRETE
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REMOVABLE BOLLARD REMOVABLE BOLLARD
SECTION A-A PLAN

NCTES:

1. RECYCLED PLASTIC BOLLARD SHALL BE WHITE. TIMBER SHALL BE
DOUGLAS FIR, DENSE CONSTRUCTION GRADE, AND SHALL BE
PRESSURE TREATED WITH A WATERBORNE PRESERVATIVE (ACA, CCA,
ACZA) IN ACCORDANCE WIMH THE REQUIREMENTS OF SEC. 9-09.3
OF THE WSDOT/APWA STANDARD SPECIFICATIONS. TOP 5" OF
BOLLARD SHALL BE PAINTED WHITE.

STEEL TUBE SHALL CONFORM TO ASTM A53 GRADE A

NUTS, BOLTS, & WASHERS SHALL CONFORM TO ASTM A307.
ALL STEEL PARTS SHALL BE GALVANIZED.

CONCRETE SHALL BE CLASS 3000.

SEE SEC. 5.08.

MIN. 50" SPACING ON TRAILS LESS THAN 10" WIDE.

60" SPACING
ON TRAILS 10" OR WIDER.
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